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FRANCE CONSTRUCTION IN 2010:  
 

 
- Created in 1997 
- 10 employees 
- New factory set up in Cuers on a 3, 000 sqm area 
- Production line reinforced by computers 
- 100 tons of rubber granulates from car tyres used e ach month 
- 70 000 sqm i.e. 280,000 rubber tiles produced each year 
- Export turnover up to 60% 

- Spain 
- Portugal 
- Belgium 
- Greece 
- Switzerland 
- Italy 
- Luxemburg 
- Senegal  
- Cyprus 
- Finland 
- Germany 
- Norway 
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PRODUCTS 
 
 
HEXDALLE XE RUBBER TILE  
  
 Red, green or grey rubber tile 500 x 500 mm for playground areas and 

safety floorings. 
 Made of rubber and polyurethane binder. 
 An underneath relief allows water drainage. 
  
 Thickness: 10* - 20* - 30* - 40* - 50 - 60 – 80 mm depending on Head 

Injury Criterion (H.I.C) 
* Fire resistance certificate M3 (for indoor and outdoor projects) 

 Designed for playground areas, day nurseries, schoolyards, parks, 
hospitals, climbing walls, etc.  

 Hexdalle XE rubber tiles comply with NFEN 1177 standards. 
 Bevelled edges and angles are available. 
 
 
HEXDALLE XE LUDIQUE RUBBER TILE 
 
 

 Red or green rubber tile 500 x 500 mm with EPDM patterns inlayed 
(animals and other designs) for playground areas 

 
 Made of rubber and polyurethane binder. 
 An underneath  relief allows water drainage. 
 Thickness : 30 - 40 - 50 -  60 - 80 mm 
 Dog, sheep, horse, donkey, butterfly, rabbit, duck, cow, cat, star, bone, 

apple, pear, carrot, lemon, footprint 
 Designed for playground areas, schoolyards and day nurseries. 
 
HEXDALLE XE AMY TILE   
 

Red or green 8.3 sqm rubber tile made of 4 elements of approx.1.50 m x 
1.50 m each, for spring games 
 
Made of rubber and polyurethane binder. 
An underneath  relief allows water drainage. 
Thickness: 40 mm 
Comfort floor especially designed for spring games. 
The Hexdalle XE AMY tile can also be used as a regular comfort floor for 
children. 

 
  
HEXDALLE XE COLOR RUBBER TILE 
 

Red or green Rubber tile 500 x 500 mm speckled with coloured EPDM for 
playground areas. 
 
Made of rubber and polyurethane binder speckled with coloured EPDM. 
An underneath  relief allows water drainage. 
Thickness: 10* - 20* - 30* - 40* - 50 - 60 - 80 mm depending on Head 
Injury Criterion (H.I.C). 
* Fire resistance certificate M3 (for indoor and outdoor projects) 
Designed for playground areas, schoolyards and day nurseries. 
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HEXDALLE HE RUBBER TILE 
 
Black Rubber tile 500 x 500 mm covered with a red or green EPDM layer 
for playgrounds areas, safety floorings (other EPDM colours available 
upon request) 
 
Made of black rubber granules and a separate EPDM top layer of 8-10 
mm thickness, polyurethane binder. 
An underneath relief allows water drainage.  
Thickness: 10 - 20 – 30 - 40 - 50 - 60 - 80 mm depending on Head Injury 
Criterion (H.I.C) 
Designed for playground areas, safety floorings and day nurseries. 

 
 
HEXDALLE XE HALTERO RUBBER TILE 
 
 Red, green, black or grey Rubber tile 500 x 500 mm for fitness centres 
  
 Made of rubber and polyurethane binder. 
 An underneath relief allows water drainage. 
 Thickness: 20* - 40* mm  

* Fire resistance certificate M3 (for indoor and outdoor projects) 
 Designed for fitness centres (weightlifting, body-building…). Hexdalle XE 

Haltero rubber tiles have a non-slip coating and absorb shocks. 
 
 
 
 
HEXDALLE XE HOPSCOTCH 
 
 

Set of 11 red or green Rubber tiles 500 x 500 mm with yellow EPDM 
patterns and figures from No.1 to No.8 inlayed  

    Figures No.0 and No.9 available 
Made of rubber and polyurethane binder. 
An underneath relief allows water drainage. 
Thickness: 30 - 40 - 50 - 60 - 80 mm 

 Designed for playground areas, schoolyards and day nurseries. 
 
 
 
 
 
 
 
HEXDALLE XE DJP RUBBER TILE 
 
 Red, green or black Rubber tile 500 x 500 mm for horse boxes 
 
 Made of rubber and polyurethane binder. 
 An underneath relief allows water drainage. 
 Thickness: 20* - 40* mm  

* Fire resistance certificate M3 (for indoor and outdoor projects) 
 Designed especially for horse boxes, showers, stables, veterinary clinics, 

show rings, automatic walkers, rest, sleeping, walking and shoeing horse 
areas, padding for horse vans. 
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HELIXA TP WALL PROTECTOR BOARD 
 

Kit made of 3 rubber tiles 500 x 500 mm  
2 red and 1 black tiles + 2 cartridges of polyurethane glue PU39 
 
Made of rubber and polyurethane binder. 
An underneath relief allows water drainage. 
Thickness: 20* mm 
* Fire resistance certificate M3 (for indoor and outdoor projects) 
Adapted for underground parking lots, hotels car parks, garage, 
production line in industrial environment, etc. 

 
 
HEXDALLE DALAMAT RUBBER TILE 
 
 Locking paving rubber tile of 800 x 800 mm 

  
Made of rubber and polyurethane binder. 
An underneath relief allows water drainage. 
Thickness: 20 – 40 mm 
 
Designed for public gardens, retirement homes, recreation areas, facilities 
for handicapped people, garden paths, outer grounds in ski resorts, etc. 
 
The Hexdalle Dalamat tile is also perfectly adapted to special events and 
entertainment environments.  
 
 
 

HEXDALLE PE 150 BEAM 
 
 
 Set of 3 red or green rubber beams and 2 polyurethane glue cartridges. 

Height: 100 mm – Length: 1,50m – Thickness: 95 mm 
  
 Made of rubber and polyurethane binder. 
 Children can safely test their sense of balance.  
 
 Hexdalle PE150 beams comply with NFEN 1176 standard. 
 
 
 
HEXDALLE FLEXIBLE REVERSIBLE EDGING  
 
 Red, green or black flexible reversible edging made of rubber.  

Height: 200 mm – Length: 1 ml – Thickness: 60 mm 
 Made of rubber and polyurethane binder. 
 

Hexdalle edging can be used for leisure areas, long jump pits, courts,  
   horse racecourses, sand pits, to replace concrete edgings etc. 
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HEXDALLE ANGLE PROTECTION  
 
 
 Red or green rubber protection of 10 mm thickness.  

Length: 1.5 ml – Width: 70 x 70 mm 
 
 Made of rubber and polyurethane binder. 
 Hexdalle angle protection can be used for walls, steps, posts in day 

nurseries, schools, multi-story car parks, etc. 
 
 
 
 
 
HEXDALLE YOSTRA BOLLARD 
 
 Red, green or black rubber bollard with a reflective yellow strip (bollard 

visible at 500 m, category II).  
Height: 600mm or 910 mm – Diameter: 185 mm. 

 
 Made of rubber and polyurethane binder. 
 Hexdalle Yostra bollard does not cause any damage to car bodyworks. It 

resists to bad weather, dirty marks caused by animals, etc. 
 
 

WET FLOORS IN SITU 
 

 
Wet floor for playground areas and safety floorings, tree edges, paths, 
swimming pool borders, etc. 
 
Rubber granules in 25 kg bags (black SBR or coloured EPDM) 
Grading: 1-6 mm (SBR) / 1-4 mm (EPDM) 
 
Colours: Red, Green, Blue, Yellow, Beige, etc. 
 
Monocomponent polyurethane aromatic binder PU95 or aliphatic binder 
PU97. 
 
 
 
 
 

ELEMENTS FOR WET FLOORS IN SITU 
 

Recreational elements (animals, numbers, etc.) to inlay in the wet floor. 
 
Glue the prefabricated elements with the PU39 glue. 
Add the PU95 binder on the thickness and poor the rest of the mixture 
(EPDM and binder) around the elements.  

 


